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Date Edition Designation

Introduction This standard relates to conveyor chain wheels for conveyor chain SSG 3321E 
(Type SMS 2083) and conveyor chain SSG 3324E (Type SMS 1698). 

Chain wheels for M630 (Type SMS 2083) and chain wheels for breaking loads 
of 400 kN and 650 kN (Type SMS 1698) are implemented in the standard. The 
old Swedish standard SMS 2083 is withdrawn and has been replaced by ISO 
1977 - Conveyor chains, attachments and sprockets.

Changes since the 
previous edition

Edition 4 differs from the previous edition in the manner of a light review of texts 
in the standard. A list of references has been added. cahpter 2.7 - Construction 
has been removed.
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1   Designation Conveyor chain wheel SSG 3330- Type - Chain No.1) - Pitch (p) - No of
teeth - Hub length - Shaft hole - Material - Construction

1.1   Example 1 Conveyor chain wheel SSG 3330 - Type SMS 2083 - M40 - 80 - Z8 - Hub length 
50 - Predrilled - Steel - Integral
(Predrilled may be excluded as it is a standard design.)

1.2   Example 2 Conveyor chain wheel SSG 3330 - Type SMS 1698 A 85 - 100 - Z8 - Hub length
100 - Shaft hole 45 - Steel - Split

2   Requirements

2.1   General The design is to conform to SMS 2075 - Chain wheels for conveyor chains. 
Wheel rim profile and tooth gap form.

1) For Chain Type SMS 1698 the breaking load is to be specified.
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